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References:  

●​ IAFC Recommendation Fire Department Response to Energy Storage Systems 
(ESS) Part 1  

●​ IAFF Considerations for Fire Service Response to Residential Battery Energy 
Storage  System Incidents  

●​ NFPA Energy Storage Systems (ESS) Emergencies Quick Reference Guide  
●​ NFPA Energy Storage Systems Safety Fact Sheet  
●​ Tesla Powerwall Emergency Response Guide  
●​ Tesla Industrial Lithium-Ion Battery Emergency Response Guide (Megapack and 

Powerpack)  
●​ FIRESCOPE ICS-1150 Battery Emergencies Operational Guideline (2025) 

01. Guideline:   
 
This guideline shall apply to all incidents involving lithium-ion battery energy storage 
systems  in residential and commercial buildings and as standalone industrial facilities.  
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02. Definition:  

2.1 Battery Energy Storage System (BESS): A device or group of devices 
assembled together capable of storing electricity in order to supply electrical 
energy at a later time. The primary hazards associated with battery energy 
storage systems are electric shock, fire, and explosion.  

2.2 Lithium-ion Battery (LiB): Rechargeable batteries consisting of cells 
containing a lithium salt that produce an electric current by converting 
chemical energy into electrical energy. They are the preferred energy storage 
source for rechargeable electronics due to their ability to store large amounts 
of energy in a small sized vessel  and retain and discharge high amounts of 
power.  

2.3  Stranded Energy: The energy remaining inside the undamaged modules and 
cells of  a damaged high-voltage battery. This can cause the battery to reignite 
multiple times after a battery is extinguished. In this case, the best practice 
may be to let a battery fire burn itself out.  

2.4 Thermal Runaway: A rapid, uncontrolled release of heat energy from a 
battery cell that creates more heat than it can effectively dissipate. Thermal 
runaway in a single cell can result in a chain reaction that heats up adjacent 
cells and can result in battery fire or explosion. Popping noises or white 
smoke that is toxic and flammable are common indicators of impending 
thermal runaway. 

2.5 Toxic and Flammable Gases: Lithium-ion batteries undergoing thermal 
runaway or failure can release hazardous gases including Hydrogen (H₂), 
Carbon Monoxide (CO), Carbon Dioxide (CO₂), Hydrogen Fluoride (HF), 
Oxygen (O₂), Volatile Organic Compounds (VOCs), and nanoparticles of 
heavy metals including nickel, cobalt, manganese, lithium, aluminum, and 
copper. These gases create flammable, explosive, and toxic atmospheres. 
Personnel must wear full PPE with SCBA and recognize that conventional 
4-gas monitors may not detect all of these hazards.​  

03. Resources:  

3.1 Residential Structure Fire  

●​ 4 Engines  
●​ 2 Trucks  
●​ 1 Medic  
●​ 2 Battalion Chiefs  

3.2 Commercial Structure Fire  
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●​ 5 Engines  
●​ 3 Trucks  
●​ 1 Medic  
●​ 2 Battalion Chiefs  

3.3 Industrial Fire (i.e. SMUD Power Plant):   

●​ 5 Engines  
●​ 3 Trucks  
●​ 1 Medic  
●​ 2 Battalion Chiefs  

04. Procedure:  

Never assume that the fire is out based on visual observation alone as re-ignition  is 
common with battery fires. Oftentimes, the best strategy may be to allow the fire 
to burn itself out while protecting exposures. Use extreme caution, assume the 
BESS and other electrical equipment is energized.Guideline: Battery Energy Storage 
System  

The primary hazards associated with lithium-ion batteries are toxic inhalation, 
explosion, electric shock and fire. It should be assumed that the batteries and 
associated electrical components are  energized at all times. Because conditions can 
change rapidly, hoselines should be pre deployed, charged and ready for operations 
before ventilation or entry when thermal runaway  is suspected.  

The minimum level of protection is full structural PPE with SCBA for all personnel 
in close  proximity to an incident involving a BESS.  

4.1 Residential Battery Storage System  

4.1.1 First Engine or Truck Company  

●​ If involvement of a BESS is known enroute:  
○​ Request a response from the utility company  
○​ Utilize DOT Emergency Response Guide #138  

●​ Size-up the structure for indicators of an installed BESS 
○​ Indicators include the presence of a photovoltaic system, 

an additional  connection at the electric meter, and/or an 
electric vehicle.  

●​ Avoid positioning apparatus or staging personnel in front of the 
garage door  

○​ The greatest risk for explosion hazard is in the 
driveway and at doors,  windows and other vent 
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points  
●​ Be aware of explosion potential and release of hazardous 

gases, often  indicated by white/gray-colored smoke and/or 
vapor  

●​ Isolate the area of involvement and evacuate all residents 
from the structure 

●​ Secure a water supply and prepare for defensive 
operations  

●​ Identify the type and manufacturer of the BESS and 
determine the  level of involvement, if safe to do so  

●​ If identified, shut off the unit/system, by operating any 
visible disconnect or  E-stops, if safe to do so  

○​ Contact manufacturer to determine specific 
shutdown procedures  

○​ Shutting off power to the system does not 
de-energize the battery and  an electrocution 
hazard may still be present  

●​ If actively on fire, allow the fire to burn itself out while 
protecting exposures  

○​ Water may be applied to the exposures from a 
safe distance using a  fog pattern to limit extension 

●​ Once the fire is out, monitor until the unit stabilizes to ambient   
temperature and there is no fire, smoke, audible         
popping/hissing, or temperature elevation for at least 45 
minutes.   

●​ Develop a hazard mitigation plan in partnership with the 
utility representative and responsible party/homeowner.  

4.2 Commercial / Industrial Battery Storage System  

4.2.1 First Engine or Truck Company  

●​ Size-up the structure or facility for indicators of an installed 
BESS  

○​ Confirm the presence with a site representative 
○​ Commercial installations are often mounted on 

rooftops or in an adjacent structure(s). Industrial 
facilities may consist of several structures resembling 
shipping containers.  

●​ Position apparatus at a safe distance, upwind and uphill  
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●​ Isolate the area a minimum distance of 150 feet and assess the 
site from a safe distance 

○​ Do not make entry or approach a BESS building or 
compartment unless authorized by a site 
representative  

○​ The exception is a savable life/known rescue and only 
after performing  a risk assessment.  

●​ Confirm with site representative that the system has been 
isolated and/or shut down  

○​ If no representative is on scene, attempt to contact a 
site representative through Fire Dispatch, your 
agency's Fire Prevention, or law enforcement 

○​ Do not access the site until a site representative 
arrives 

●​ Initiate a defensive strategy and be prepared to protect 
exposures  

○​ Industrial facilities are configured with enough 
clearance around each installation so that exposures 
should not be threatened  

●​ Consider balancing the incident to a “Level II Hazmat” and 
requesting a  Hazardous Material Response Team  

●​ Develop a hazard mitigation plan in partnership with the utility 
company  and/or site representative  

○​ Allowing a BESS fire to burn itself out may last several 
hours to days  

4.2.2 First Chief Officer  

Establish/Assume command if not already established. Use incident 
management software and/or ICS forms as available. 

4.2.2.1 Considerations​ ​ ​  

●​ Request additional resources, as needed  
●​ Request Hazardous Materials Response Team  
●​ Establish appropriate command structure  
●​ Establish personnel accountability   
●​ The hazard mitigation plan should be developed in partnership 

with the utility representative, site representative/responsible 
party, and Hazardous Materials Group Supervisor  

●​ Request post-incident medical screening for exposure of 
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personnel  

4.2.3 Hazardous Materials Response Team  

●​ Ensure involvement of Sacramento County EMD early in the 
incident  

●​ Evaluate the plume and determine needs for protective actions 
of downwind structures or communities  

●​ Provide onsite air monitoring and record any findings  
●​ Conduct defensive operations to contain water runoff as 

appropriate  
●​ Evaluate the need for formal technical decontamination for 

crews supporting firefighting operations  
●​ If decontamination is required, support proper decontamination 

of personnel and equipment 
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G0.5 Appendix A  

5.1Residential BESS 
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5.2 Commercial/Industrial BESS 
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Signatures 
 

The undersigned Fire Chiefs approve the contents of this document 
 
 
  

______________________________​ ______________________________ 
   Tilden Billiter, D/C of Operations​       Tyler Wagaman, D/C of Operations            
 City of Sacramento Fire Department​        Sacramento Metro Fire District​  

​   
 
 

______________________________​ ______________________________ 
Dan Quiggle, D/C of Operations​​ Matt McGee, D/C of Operations 

    Cosumnes Fire Department​ ​    City of Folsom Fire Department 
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